
Description Information(From Photometric File)
 Photometic File: 900mA 3000K带罩.IES
IES Format: IESNA:LM-63-1995
[TEST]  Sealite
[DATE] 2020/06/27
[MANUFAC] Sealite
[LUMCAT] 
[LUMINAIRE] 
[LAMPCAT] 
[LAMP] 
[BALLASTCAT] 
[BALLAST] 
[OTHER] 1 GON-1800
[More] Temprature:15 Humidity:40
[More] Frequency:50.0 Voltage:229.7 Current:0.197 Power:42.6 PF:0.939

Character

Lamp Power(w):                  42.6
Total Rated Lamp Lumens(lm):    6983.93
Luminair Lumens(lm):            5558.98
Total Luminair Efficency:       79.60%
Luminaire Efficacy Rating(LER): 130.49
Maximum Intencity(cd):          1664.26
Max Cd Angle(deg):              C=0.0 γ=5.0
Downward Lumens(lm):            5148.69
Downward Total Efficiency:      92.62%
Spacing Criteria:               C0_180=0.65  C90_270=0.64
CIE Type:                       Semi-Direct
Beam Angle(50%Imax):       Left=-54.4 Right=58.7
Field Angle(10%Imax):      155.6
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Candela Tabulation

C0.0 C30.0 C60.0 C90.0 C120.0 C150.0 C180.0 C210.0 C240.0 C270.0 C300.0 C330.0 C360.0

γ0.0

γ5.0

γ10.0

γ15.0

γ20.0

γ25.0

γ30.0

γ35.0

γ40.0

γ45.0

γ50.0

γ55.0

γ60.0

γ65.0

γ70.0

γ75.0

γ80.0

γ85.0

γ90.0

γ95.0

γ100.0

γ105.0

γ110.0

γ115.0

γ120.0

γ125.0

γ130.0

γ135.0

γ140.0

γ145.0

γ150.0

γ155.0

γ160.0

γ165.0

γ170.0

γ175.0

γ180.0

1661.65
1664.26
1648.67
1618.26
1573.93
1515.94
1445.49
1362.99
1269.13
1164.98
1051.09
928.32
797.44
659.20
515.42
368.99
226.63
101.11
18.45
5.03
6.36
7.74
9.22
10.82
12.38
14.00
15.92
17.98
19.72
20.86
22.38
23.59
24.56
26.25
27.59
28.28
29.52

1661.65
1658.18
1640.61
1608.80
1563.32
1504.87
1434.36
1351.88
1258.81
1156.24
1044.03
923.91
797.30
666.16
535.19
411.59
303.54
212.90
138.84
84.27
54.24
42.01
39.31
39.21
39.23
39.69
38.19
38.05
36.95
35.66
34.66
33.45
31.86
30.36
29.50
29.19
29.52

1661.65
1656.36
1639.72
1609.42
1566.13
1510.50
1442.99
1364.11
1274.62
1175.53
1068.42
955.60
840.25
728.06
623.69
528.42
439.63
356.08
280.01
212.68
157.47
115.54
83.86
74.78
71.73
68.78
65.26
61.29
57.48
53.39
49.63
45.46
41.32
37.06
33.00
30.37
29.52

1661.65
1656.09
1635.90
1602.99
1557.61
1500.51
1431.80
1351.96
1261.99
1163.23
1057.56
948.41
840.53
738.98
645.46
557.87
473.52
393.59
319.27
251.97
193.30
147.31
109.96
92.26
85.50
81.52
76.82
71.90
65.49
59.89
53.30
48.49
43.59
38.50
32.96
29.85
29.52

1661.65
1654.74
1636.12
1603.91
1559.05
1501.70
1431.97
1351.43
1260.69
1160.90
1053.22
940.46
825.67
714.52
611.82
518.12
430.84
349.28
274.42
208.78
154.64
114.21
84.18
74.67
72.44
69.27
65.83
60.12
51.80
44.87
39.21
36.68
34.60
33.00
31.10
29.79
29.52

1661.65
1652.74
1631.12
1595.60
1546.82
1485.34
1412.16
1327.92
1233.13
1129.21
1016.45
896.00
769.78
640.00
511.42
391.90
288.92
201.69
131.23
80.43
52.78
42.06
41.17
41.63
37.17
34.69
32.61
33.06
33.03
33.19
33.42
33.05
31.85
30.61
30.08
29.75
29.52

1661.65
1650.88
1622.17
1579.54
1523.18
1454.13
1373.10
1280.88
1178.76
1066.47
945.26
816.12
679.69
537.91
393.05
250.35
120.96
27.75
4.25
5.55
7.12
8.71
10.85
12.45
14.24
16.30
18.68
20.84
22.69
24.37
25.81
26.74
27.58
29.16
29.55
29.79
29.52

1661.65
1649.73
1623.59
1583.45
1529.69
1463.01
1384.09
1293.86
1193.01
1082.38
963.53
837.63
706.60
572.86
442.73
326.65
233.26
158.50
101.93
63.94
43.82
35.91
37.91
37.83
35.61
32.56
32.26
33.01
32.97
33.06
33.23
32.83
32.04
31.24
30.49
29.98
29.52

1661.65
1647.23
1621.59
1581.89
1528.30
1461.80
1382.81
1292.83
1193.39
1085.26
969.49
848.84
728.97
616.67
518.52
431.42
351.88
280.70
219.40
166.02
124.04
88.10
71.42
64.89
63.56
62.49
59.65
52.97
46.38
40.54
37.48
35.59
33.78
32.21
30.40
29.66
29.52

1661.65
1652.30
1628.64
1591.05
1540.54
1477.13
1401.38
1314.72
1217.73
1111.86
998.45
882.59
768.96
665.10
573.46
489.80
411.84
340.41
276.60
219.37
170.05
129.61
99.20
82.84
75.28
71.99
69.25
66.29
62.28
56.87
51.87
46.99
42.11
37.23
32.10
29.43
29.52

1661.65
1650.13
1626.40
1588.73
1537.21
1472.74
1396.07
1307.95
1209.57
1102.16
986.92
866.60
746.37
632.91
533.11
444.64
363.72
291.07
227.80
172.96
128.95
92.45
73.44
65.02
63.34
61.90
59.66
57.56
54.47
50.70
47.24
42.60
38.51
34.45
31.32
29.72
29.52

1661.65
1652.82
1630.64
1594.43
1544.14
1480.73
1404.71
1316.93
1218.16
1109.44
991.58
866.18
735.00
600.43
468.52
348.82
251.04
172.44
112.14
70.26
47.35
37.48
37.68
38.56
39.68
38.75
38.41
37.65
36.49
35.20
34.12
32.88
31.67
30.31
29.35
29.00
29.52

1661.65
1664.26
1648.67
1618.26
1573.93
1515.94
1445.49
1362.99
1269.13
1164.98
1051.09
928.32
797.44
659.20
515.42
368.99
226.63
101.11
18.45
5.03
6.36
7.74
9.22
10.82
12.38
14.00
15.92
17.98
19.72
20.86
22.38
23.59
24.56
26.25
27.59
28.28
29.52
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2D Light Intensity Distribution Curve

Polar Graph

C Plane: C0.0
γ Cone: γ5.0
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3D Light Intensity Distribution Curve

Curves: 3D Model Fixture Vert. HUD Hori. HUD
View Angles: Orient:0 Tilt:0 Roll:0 Spin:0
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Zonal Liumens Tabulation

Zone(γ) Zone Flux

    (lm)

Sums Flux

    (lm)

Zone%Lamp Sums%Lamp

0.0-5.0 39.64 39.64 0.71 0.71
5.0-10.0 117.55 157.18 2.11 2.83
10.0-15.0 191.52 348.70 3.45 6.27
15.0-20.0 259.11 607.81 4.66 10.93
20.0-25.0 318.13 925.94 5.72 16.66
25.0-30.0 366.67 1292.61 6.60 23.25
30.0-35.0 403.22 1695.83 7.25 30.51
35.0-40.0 426.65 2122.48 7.67 38.18
40.0-45.0 436.30 2558.78 7.85 46.03
45.0-50.0 431.97 2990.76 7.77 53.80
50.0-55.0 414.15 3404.91 7.45 61.25
55.0-60.0 384.23 3789.14 6.91 68.16
60.0-65.0 344.58 4133.72 6.20 74.36
65.0-70.0 298.47 4432.19 5.37 79.73
70.0-75.0 249.21 4681.40 4.48 84.21
75.0-80.0 199.88 4881.28 3.60 87.81
80.0-85.0 153.55 5034.84 2.76 90.57
85.0-90.0 113.85 5148.69 2.05 92.62
90.0-95.0 83.18 5231.87 1.50 94.12
95.0-100.0 60.72 5292.59 1.09 95.21
100.0-105.0 44.62 5337.21 0.80 96.01
105.0-110.0 33.97 5371.18 0.61 96.62
110.0-115.0 28.13 5399.31 0.51 97.13
115.0-120.0 25.22 5424.53 0.45 97.58
120.0-125.0 23.15 5447.69 0.42 98.00
125.0-130.0 21.10 5468.79 0.38 98.38
130.0-135.0 18.91 5487.70 0.34 98.72
135.0-140.0 16.52 5504.22 0.30 99.01
140.0-145.0 14.02 5518.24 0.25 99.27
145.0-150.0 11.67 5529.91 0.21 99.48
150.0-155.0 9.50 5539.41 0.17 99.65
155.0-160.0 7.45 5546.85 0.13 99.78
160.0-165.0 5.52 5552.37 0.10 99.88
165.0-170.0 3.75 5556.12 0.07 99.95
170.0-175.0 2.15 5558.27 0.04 99.99
175.0-180.0 0.71 5558.98 0.01 100.00
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Rectangle ISO Light Intensity Curve

Curves: 90% 80% 70% 60% 50% 40% 30% 20% 10%
Maximum Light Intensity(cd): 1664.26 Maximum Cd. Angles: H5.0 V0.0

B Angles(°)
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β Angles(°)

[Unit: cd]

[IMax*90%]=1497.831

[IMax*80%]=1331.406

[IMax*70%]=1164.980

[IMax*60%]=998.554

[IMax*50%]=832.128

[IMax*40%]=665.703

[IMax*30%]=499.277

[IMax*20%]=332.851

[IMax*10%]=166.426

[IMax]=1664.257
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Plane ISO-Illuminance Curve

Curves: 90% 80% 70% 60% 50% 40% 30% 20% 10%
Maximum Illuminance(lx): 1661.72 Max. E Postion(d/h):H0.0 V0.0
Mount Height(m): 3.0
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3.3
0.0 0.7 1.3 2.0 2.7 d/h0.71.32.02.73.3

[Unit: lx]

[EMax*90%]=166.172
[EMax*80%]=147.709
[EMax*70%]=129.245
[EMax*60%]=110.782
[EMax*50%]=92.318
[EMax*40%]=73.854
[EMax*30%]=55.391
[EMax*20%]=36.927
[EMax*10%]=18.464

[EMax]=184.636
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3D Plane ISO Illuminance Curve

Curves: 3D Model 90% 80% 70% 60% 50% 40% 30% 20% 10%
View Angles(deg): 0 Height(m): 3.0 Distance(m): 10.0
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Space ISO Illuminance Curve

Curves:90% 80% 70% 60% 50% 40% 30% 20% 10%
Maximum Light Intensity(cd): 1661.65

h(m)

1.0

2.0

4.0

6.0

8.0

d(m)0.0 2.0 4.0 6.0 8.0

[Unit: lx]
[EMax*90%]=1495.487
[EMax*80%]=1329.322
[EMax*70%]=1163.156
[EMax*60%]=996.991
[EMax*50%]=830.826
[EMax*40%]=664.661
[EMax*30%]=498.496
[EMax*20%]=332.330
[EMax*10%]=166.165
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Illuminance-Distance Curve

Height(m) Center E(lx) Diameter(m)

1.0 1661.65 3.025

2.0 415.41 6.050

3.0 184.63 9.074

Beam Angle:113.1
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Indoor Luminance Limiting Curve

Luminous Size: Length(m)=1.500 Width(m)=0.210 Height(m)=0.070 Area(m^2)=0.420000
Luminous Type: Without Luminous Side
Luminous Curves: C0-C180 Color: C90-C270 Color: 

Glare Grade Table

GI

1.15

1.5

1.85

2.2

2.55

Quality

A

B

C

D

E

Using Illuminace

2000

a
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c

<=300
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d

<=300
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e
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<=300

500

g

<=300

h

Luminance Table

Gama(deg)

C0

C90

45

3923

3917

50

3893

3917

55

3854

3937

60

3797

4003

65

3714

4163

70

3588

4493

75

3394

5132

80

3107

6493

85

2762

10752
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Indoor Budgetary Estimate Table

Parameters1: Rhocc = 0.7 Rhow = 0.5 Rhofc = 0.2 LLF = 0.8
Parameters2: Rhocc = 0.5 Rhow = 0.3 Rhofc = 0.2 LLF = 0.8
Average Illuminance(lx): 100 Cavity Height: H1(m) = 2

Budgetary Estimate Table
Lamp Flux
Average E
Loss Factor
Work Plane
Parameters
Group1
Group2

5559.0lm
100lx
0.8/0.8
0.0m
RCC RW RFC
0.7 0.5 0.2
0.5 0.3 0.2

1 10 100 S(m^2)2 3 4 5 6 7 8 9 20 40 60 80 200 400 600
1

10
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Indoor Coefficient of Utilization Table

Coefficients of Utilization - Zonal Cavity Method

Coefficient Effective Floor Cavity Reflectance RFC=0.20

RhoCC(%)

RhoW(%)

RCR

0

1

2
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4
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8

9

10

80 70 50 30 10 0

70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

Coefficient of Utilization(%)

93 93 93 93

84 80 76 72

76 69 63 58

69 60 53 48

63 53 46 40

58 47 40 35

53 43 35 30

50 39 31 27

46 35 28 24

43 32 26 21

40 30 23 19

91 91 91 91

81 77 74 71

73 67 62 57

67 59 52 47

61 52 45 40

56 46 39 34

52 42 35 30

48 38 31 26

44 34 28 23

42 32 25 21

39 29 23 19

85 85 85

73 70 67

63 59 55

55 50 46

49 43 39

44 38 33

40 33 29

36 30 26

33 27 23

30 24 21

28 22 19

80 80 80

69 66 64

60 56 53

52 48 44

46 41 37

42 36 32

38 32 28

34 29 25

31 26 22

29 24 20

27 22 18

76 76 76

65 63 61

56 53 51

50 46 43

44 40 36

40 35 31

36 31 28

33 28 24

30 25 22

28 23 20

26 21 18
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